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DRAWING No.: M80-4T1060IF1-01-000-01-000 SHEET 2 OF 2 | rFnooust -ask | (© | NOT TO SCALE | THIRD ANGLE PROJECTION | ALL DIMENSIONS IN mm
PECIFICATI :
MATERIAL: 24 0
MOULDING = GLASS FILLED PPS, UL94V-0, BLACK :
SIGNAL CONTACT:
CLIP = BERYLLIUM COPPER 19.00
SHELL = BRASS
Ffﬁ?gﬁCREW, CIRCLIP = STAINLESS STEEL ~—3.00 4.00 3.00 4.50
SIGNAL CONTACT:
CLIP = 0.3p GOLD
SHELL = 3.5-5.0u TIN/LEAD
ELECTRICAL:
WORK ING VOLTAGE =800V AC/DC
VOLTAGE PROOF = 1200V AC/DC
INSULATION RESISTANCE = 100MQY MIN H ¥ 5.55 MAX
SIGNAL CONTACT:
CURRENT RATING AT 25°C = 3.0A MAX
CURRENT RATING AT 85°C = 2.2A MAX
CONTACT RESISTANCE = 25 m(2) MAX
MECHANICAL :
DURABILITY = 500 OPERATIONS 2.00 \\M_
SIGNAL CONTACT: '
INSERTION FORCE = 2.0N MAX CONTACT No. 1 SECTION X-X
WITHDRAWAL FORCE = 0.2N MIN 2 x M2x0.4-6g
ENV IRONMENTAL : , ' ,
TEMPERATURE RANGE = -55°C TO +125°C ! ! | [ —
PACKING: ! ] — -'—E
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