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SPECIFICATIONS:
MATERIAL:

DIM “C’

MOULDING = GLASS-FILLED PPS,
UL94V-0, BLACK

CONTACT CLIP = BERYLLIUM COPPER
CONTACT SHELL = BRASS

[0ILOK SCREW, COLLAR = STAINLESS STEEL
SPRING = MUSIC WIRE

DIM "B’

2.00 TYP

DIM “A°

.3um GOLD CLIP,

.5-5.0pm TIN/LEAD SHELL

.3um GOLD CLIP,

.295-0. 3um GOLD SHELL

.3um GOLD CLIP,

.5-5.0pm 100% TIN SHELL
OVER NICKEL

SPRING = TIN

ELECTRICAL:

WOODOD WO -

I’

CURRENT RATING AT 25°C = 3.0A MAX
CURRENT RATING AT 85°C = 2.2A MAX
WORK ING VOLTAGE = 800V AC/DC
VOLTAGE PROOF = 1200V AC/DC

CONTACT RESISTANCE = 25 m{) MAX
INSULATION RESISTANCE = 100 MO) MIN
MECHANICAL :

DURABILITY = 500 OPERATIONS
INSERTION FORCE:

(BD0.5mm GAUGE) = 2.0N MAX

WITHDRAWAL FORCE:
(B0.5mm GAUGE) = 0.2N MIN
ENVIRONMENTAL :
TEMPERATURE RANGE = -55°C TO +125°C
PACKING:
TUBE
FOR COMPLETE SPECIFICATION, SEE
COMPONENT SPEC COO5XX (LATEST 1SSUE)

NOTES:

. SPRING LOAD WHEN SOLID = 2.64N.
SPRING RATE = [.32N/mm.

2. LENGTH WILL BE 4.2mm WHEN 101-SCREWS ARE
ENGAGED WITH RETAINERS IN MATING CONNECTOR.

3. THIS DRAWING REPLACES DRAWING M80-4TIXXXXFC
AND REQUIRES LARGER PCB HOLES FOR FD HARDWARE.

~—@0.50 TYP

DIMENSION CALCULATION

DIM “A’ TOTAL No. OF CONTACTS - 2.00

DIM "B’ TOTAL No. OF CONTACTS + 5.00

DIM "C’

TOTAL No. OF CONTACTS + 10.0

EXAMPLE: CONNECTOR WITH 20 CONTACTS, GOLD CLIP
AND 100% TIN SHELL, M80-4T12042FD

DIM “A” = 18.00mm, DIM ‘B = 25.00mm, DIM “C" = 30.0mm
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SEE ABOVE
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