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DRAWING No.: M80-5L22442M7-02-334-00-000 SHEET 2 OF 2 | 1F v pousT - sk | | NOT TO SCALE THIRD ANGLE PROJECTION | ALL DIMENSIONS IN mm
PECIFICATI : NOTES:

MATERIAL: |. CONNECTORS ARE SUPPLIED
MOULDING: GLASS FILLED PPS, UL94V-0, BLACK 120 WITH SCREWS LOOSE .
SIGNAL CONTACT: PHOSPHOR BRONZE
POWER CONTACT: COPPER ALLOY 37.00
BOARD-MOUNT JACKSCREW, SCREW: STAINLESS STEEL 3 50

SIGRAL CONTACT Y . 22.00 | x 200 Vax

0.75y GOLD ON CONTACT AREA, 2 x M2x0.4 = — 2.00 TYP CONTACT No.1— |
3y 100% TIN OVER NICKEL ON TAILS f ; -
POWER CONTACT: GOLD L "z

ELECTRICAL: =
WORK ING VOLTAGE = 800V AC/DC I 1— - +
VOLTAGE PROOF = 1200V AC/DC = e

INSULATION RESISTANCE = [00M() MIN
SIGNAL CONTACT:
CURRENT RATING AT 25°C = 3.0A MAX 1! .
CURRENT RATING AT 85°C = 2.2A MAX |
|

CONTACT RESISTANCE = 25m() MAX (4.5)
POWER CONTACT:

CONTACT RESISTANCE = 6m() MAX

CURRENT RATING = 20A MAX -

MECHAN I CAL : 6. 00 —=—f==t—2.00
DURABILITY = 500 OPERATIONS 2 x M2x0.4 SECTuON lx )
SIGNAL CONTACT: ] -

INSERTION FORCE = 2.0N MAX SECTION Y=Y
WITHDRAWAL FORCE = 0. 2N MIN
POWER CONTACT:
INSERTION FORCE = 8N MAX
WITHDRAWAL FORCE = 0.5N MIN

ENVIRONMENTAL :

TEMPERATURE RANGE = -55°C TO +125°C VIEW OF

PACKING: POWER CONTACT
TUBE

FOR COMPLETE SPECIFICATION SEE COMPONENT

SPECIFICATION COO05XX (LATEST ISSUE) - | T _ea_r_ o
~>H<—¢0.50 TYP — =2 x@1.50

2 x 1.5 A/F HEX

RECOMMENDED PCB LAYOUT
31.00

LS | 2 J271.10.17) 13269

~<={—2.00 TYp

NAMERISS.] DATE [JC/NOTE

3.50 22.00 i 3.00

-e—————a*— 4.00 ‘
APPROVED: LS
{J&; CHECKED: MGP
2 x @2.25+0.05

CUSTOMER REF.:

D 0000808888
R R

.00 24 x $0.7040.05 2.00 2 x @1.65+0.05
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