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X. = 1mm
  X.X = 0.50mm
 X.XX = 0.20mm
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PART WEIGHT: MAT'L USAGE:
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THIRD ANGLE PROJECTION ALL DIMENSIONS IN mmNOT TO SCALECIF IN DOUBT - ASK

M4x0.75.5

10.5

20.5

DIM A

PART No. DIM 'A' ID GROOVE INSULATION DIAMETER
Z80-044C 0.90 MIN NO UP TO 0.90mm
Z80-044D 1.10 MIN YES FROM 0.90mm TO 1.10mm

TOOL PART No. COMPATIBLE CRIMP CONTACTS

Z80-044C
M80-019
M80-925

Z80-044D

M80-011
M80-013
M80-040
M80-041
M80-206
M80-910

CLEAN

STAINLESS STEEL
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INSERTION TOOL FOR
CRIMP SOCKET CONTACT

Z80-044C & Z80-044D

A.YEOMANS

NOTES:
1. TIP IS SUITABLE FOR USE WITH INSERTION AND WITHDRAWAL TOOL Z80-280.
2. SEE TOOLING INSTRUCTION SHEET IS-25 FOR INSERTION AND WITHDRAWAL 
    INSTRUCTIONS.
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PART
SECTION  X-X

Z80-044D

IDENT GROOVE

Z80-044C
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